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APPENDIX A 

Current Claims 
(Clean Text) 
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CLAIMS AFTER AMENDMENT B 

1-20 (Cancelled) 
I claim; 

21. (Currently amended) A device carrier to be used with a work surface, the device 
carrier comprising: 

a. a generally vertical tracking means; 

b. said tracking means oriented with said work surface so that a first end of said 
tracking means is at a plane generally aligned with said work surface, and a 
second, distal end opposite said first end of said tracking means is at a plane 
generally below said work surface; 

c. a food preparation device to be used with said carrier; 

d. an attachment means, so that said food preparation device is attachable and 
detachable to said carrier; 

e. and a pivot associated with said device carrier and said tracking means, 
whereby said device carrier may be moved from an out of use position below 
said work-surface into an in use position relative to said work-surface, by said 
device carrier first moving in a generally vertical motion, and then pivoting 
about said pivot into its final in use position. 

22. (Currently amended) The device of claim 21, where said in use position is generally 
parallel to said work surface. 

23. (Currently amended) The device of claim 22, where said work surface is a cook top- 
hob. 

24. (Cancelled) 



25. (Cancelled) 
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26. (Cancelled) 

27. (Cancelled) 

28. (Currently amended) The device of claim 21, where said carrier is in electrical 
communication with said vertical tracking device through conduit contiguous to the 
two. 

29. (Cancelled) 

30. (Currently amended) The device of claim 21, where said food preparation device 
further includes a resistive heating element. 

31. (Original) The device of claim 21, where said tracking means is disposed within a 
sleeve structure. 

32. (Currently amended) The device of claim 31, where said sleeve structure further 
includes at least one opening intended to be generally aligned with said work surface. 

33. (Currently amended) The device of claim 32, where said opening and said sleeve 
structure cooperate to function as an air-duct. 

34. (Currently amended) The device of claim 31, where said sleeve structure further 
includes an access cover member located at a position distal to that of said work 
surface. 

35. (Currently amended) The invention of claim 21, whereby said attachment means 
enables a plurality of said food preparation devices to be interchangeably used with 
said carrier. 
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36. (Currently amended) A food preparation device to be used with a work surface, the 
device comprising: 

a. a generally vertical tracking means; 

b. said tracking means oriented with said work surface so that a first end of 
said tracking means is at a plane generally aligned with said work surface, 
and a second, distal end opposite said first end of said tracking means is at 
a plane generally below said work surface; 

c. a means of electrifying said food preparation device; 

d. a pivot means associated with said device, and said tracking means, 
whereby said food preparation device may be moved from an out of use 
position below said work-surface into an in use position relative to said 
work-surface, by said food preparation device first moving in a generally 
vertical motion, and then pivoting about said pivot into its final in use 
position. 

37. (Original) The invention of claim 36, further including attachment means so that said 
food preparation device is removable from said tracking means and so that also a 
plurality of said food preparation devices may be interchangeably used with said 
tracking device. 



Appn. Number 09/870,194 (Steven Jerome Caruso) GAU 3749 Amnt. B Contd. Page 1 1 of 13 

38. (Currently amended) A food preparation device carrier to be used with a work 
surface, the device comprising: 

d. a means of supporting said device carrier below said work-surface; 

e. a generally vertical tracking means associated with said device carrier so 
that said device carrier can be moved from an out of use position below 
said work-surface into an in use position relative to said work-surface; 

f. a sleeve structure having an open end generally planer with said work 
surface that defines a chamber capable of housing said vertical tracking 
means and said device carrier when not in use, where said chamber is 
further defined by at least three, generally solid, vertical walls and one, 
generally solid, horizontal wall distal to said open end of said sleeve 
structure and where said sleeve structure further includes an access means 
located at a position generally distal to that of said work surface. 



39. (Cancelled) 

40. (Cancelled) 

41. (New) The device of claim 36, where said in use position is generally parallel to said 
work surface. 

42. (New) The device of claim 36, where said food preparation device further includes a 
resistive heating element. 

43. (New) The device of claim 36, where said carrier is in electrical communication with 
said vertical tracking device through conduit contiguous to the two. 
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44. (New) The device of claim 36, where said tracking means is disposed within a 
sleeve structure. 

45. (New) The device of claim 44, where said sleeve structure further includes at least 
one opening intended to be generally aligned with said work surface and said opening 
and said sleeve structure cooperate to function as an air-duct. 

46. (New) The device of claim 38, further including a food preparation device associated 
with said carrier. 

47. (New) The device of claim 38, where said food preparation device further includes a 
resistive heating element. 
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Conditional Request for Constructive Assistance 

Applicant has amended the claims of this application per the direction of the examiner so 
that they are proper, definite, define novel structure which is also unobvious and are now 
properly formatted, and therefore applicant submits that this application is now in 
condition for allowance. If for any reason this application is not believed to be in full 
condition for allowance, applicant respectfully request the constructive assistance and 
suggestions of the Examiner pursuant to M.P.E.P. 2173.02 and 707.07Q) in order that the 
undersigned can place this application in allowable condition as soon as possible and 
without need for further proceedings. 

Very Respectfully, 

Steven Caruso 
Applicant Pro Se 

Steven Caruso 
862 Pine Hill Dr. 
Antioch II. 60002 
Tel. (847) 395-3793 
Fax. (847) 395-3794 

Certificate of Facsimile Transmission. I certify that on the date below I will fax this 
paper (including Appendix) to GAU 2872 of the U.S. Patent and Trademark office at 
703-872-9306. 

June 7, 2005 

Steven Caruso 



